














16．Troubles shooting：

Problems

Not operating

No Voice

Radio

Weak signal Auto antenna doesn’t reach 
out completely.

Solutions

Check and reconnect 
ACC and B+

Connect auto antenna 
line correctly.

Reasons
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1.Fuse of machine power supply  
or auto vehicle battery is burnt. 
2.Voltage of power supply is 
overloaded.
3.Illegal operation

Disconnection
Volume setting is low volume e 
Loudspeaker fault
Earthling in loudspeaker 
connection

Inferior disc is prohibited 
Loudspeaker does not match the 
impedance of the unit.
Speaker fault

Change the fuse of 
the e correct types.
Reset  voltage Press 
the Reset key

Check and correct 
connection
Turn up volume 
Change speaker Keep 
insulation of speaker 
connection

Use genuine discs 
Change a matched 
loudspeaker
Check the connection of 
loudspeaker

Connection of ACC and B+ is not 
correct

Inferior quality of 
sound. Distortion of  
sound

Unit reset by itself 
when it is shut down

SPECIFICATIONS
Rated voltage：dc12V 
Voltage range：9V- 15. 5V 
Maximum current：15A

DVD/ CD PLAYER
Compatible format: DVD-R,DVD-RW,DVD+R 
DVD+ RW，CD-R，CD- RW，MP3，WMA
HDCD，SVCD，MPEG，JPEG
Audio SNR：85dBA
Dynamic range：95bB        
Frequency range：20Hz- 20KHz（3dB） 
Digital audio sample：24bit ESP       

DVD : 2- 3s
CD- DA : 10s
Mp3 : 100s
WMA : 200s
Machinery anti- seismic：10 200KHz，
X/ Y/ Z：1。0G power output：50W* 4 input 
impedence：4Ω SNR：70dBA

VIDEO:
Mode: NTSC, PAL (auto recognition） 
Output：1VP- P（75Ω ）
Input：1VP- P（75Ω 

                

FM
Frequency range：87. 5MHz- 108. 0MHz 
SNR（- 50db）: 15dBu
Sensitivity（- 30db）: 10dBu

SCREEN
Screen size：7''
Screen : TFT
Resolution：1024* 600

TEMPERATURE:
Working Temperature：- 20˚C  + 60˚C 
Preserve Temperature；- 30˚C  + 70˚C 
Working humidity：45% - 80%

SYSTEM PARAMETER


